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Penetration of filter material: : Paraffin Oil Testing 

Condition No. of 
Samole 

(A.R.) 281! 
(A.R.) 291! 
(A.R.) 301! 
(S.W.) 311! 
(S.W.) 321! 
(SW.) 331! 

(M.S. T.C.) 341! 
-

(M.S. T.c.) 351! 
(M.S. T.C.) 361! .. 

Cond,trnnmg . (M.S.) Mechamcal Strength 
(T.C.) Temperature Conditioning 
(A.R.) As Received, original 
(S.W.) Simulated wearing treatment 

Paraffin Oil Testing 
95 L/min max(%) 

5.01 
5.21 
5.13 
5.21 
5.51 
5.32 
5.57 
5.61 
5.58 

Requirements in accordance Result with EN 149:2001 + Al :2009 

FFPl:S20 % Filtering half masks fulfill the 
requirements of the Standard 

FFP2:S6 % EN EN 149:2001 + Al :2009 
given in 7.9.2 in range ofthe 

FFP3:SI% FFPI, FFP2 classes. 

Compatibility with skin: In Practical Perfonnance report, the likelihood ofmask materials in contact with the skin causing irritation or other 
adverse effect on health was not reported. (No negative reporting on practical perfonnance and T[L test results) 
Flammability: 

Condition No. of Visual inspection Samole 

____ (}\.RJ ·········- 371! Didn't bum -····---· 

__ (A.R.) 381! __ f----·-··- --DidnJ __ j)um 
__ (_T.C.) 391! __ Didn't bum ----· --

(T C.) 401! Didn't bum 
.. Cond1t1onmg: (A.R.) As Rece,ved, ongmal 

(T.C.) Temperature Conditioning 
Carbon dioxide content of the inhalation air: 

Condition No. of CO, content of the inhalation air 
Sample [%) by volume 

(A.R.) 411! 0.53 
(A.R.) 421! 0.54 

(A.R.) 431! 0.52 
Conditioning : (A.R.) As Rece,ved, ongmal 

Requirements in accordance with EN Result 149:2001 + Al :2009 
Filtering half mask Passed 
shall not bum or not Laboratory claims that tl1e 
continue to bum for tested items did not bum fo, 
more than 5 s after 5 seconds and fulfils the 

removal from the flame requirement of the standard 

An average 
CO, content of Requirements in accordance with Result the inbalation EN 149:2001 + Al :2009 

air 

CO, content of the inhalation air Passcd 
Filtering half masks 0,53 [%) shall not exceed an average of fulfil requirements of 1.0% by volume the standard 

Hcad harncss: In Practical Perfonnance and TlL test reports no adverse effects have been reported for donning and remove of the mask also the 
results ofthese tests indicates that the ear loops are capable ofholding the mask finnly enough. 

Ficld ofvision: In Practical Perfonnance report, no adverse effects were reported for the field ofvision availability when the mask is weared. 

1 
Exhalation Valvc(s): The model under inspection have no valves. 

Breathing Resistancc: Inhalation 

The overall evaluation of the results gathered for 9 different samples 3 as received. 3 with temparature conditioning, 3 simulated wearing 
treatment complies with the limits given in the Standard for FFPI, FFP2 and FFP3 classes. This is valid for inhalation results for 30 L/min, 95 
L/min and exhalation at 160 L/min. The measurement details for each single mask tested are available in tl1e test report. 
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